


 

 

 
 

AMENDED CLOSURE PLAN 
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As required by § 257.102(b)(3)(ii) and r. 335-13-15-.07(3)(b)3.(ii), the written closure plan 
must be amended whenever (i) there is a change in the operation of the CCR unit that 
would substantially affect the written closure plan or (ii) before or after closure activities 
have commenced when unanticipated events necessitate a revision of the written closure 
plan.  
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material, along with a final cover, consisting of an engineered synthetic 

turf and geomembrane.  The existing exterior dikes will be left in place at 

the completion of ash pond closure activities. The existing
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The interior dike will be constructed using imported offsite soil borrow 

material that meets design requirements
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from the northern one-third of the final cover area and also discharges to 

the interior area south of closed ash area. 

c. Procedures During Closure  

i. 
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will be excavated laterally from the rim ditches using long reach track-

hoes on a prescribed spacing to reduce the porewater pressure and 

phreatic surface within the CCR material.  This will allow for mass 

excavation of CCR material.  Excavated CCR material will be stacked 

parallel to the excavation, surcharging 
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• Water is pumped from the ash pond and 
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This collectiv
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specified footprint.
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geotextile material
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excavation of 
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16. Recordkeeping/Notification/Internet Requirements 
As outlined in § 257.105 and r. 335-




